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PANOLIN TECSYNTH
Industrial gear oil – fully synthetic
   

PANOLIN TECSYNTH:
●	 extremely high performance oil for industrial drives, based on polyalphaolefines (PAO)
●	 contains additives against ageing, corrosion and wear
●	 is recommended for special lubrication needs not met by conventional mineral oils
●	 high resistance to ageing
●	 reduces maintenance outlay (fewer oil changes required)
●	 economic benefits thanks to optimal machine utilization
●	 markedly longer service life than mineral oil thanks to outstanding oxidation resistance
●	 energy-saving thanks to low coefficient of friction
●	 excellent viscosity/temperature behaviour
●	 good high-temperature properties and cold-flow behaviour
●	 lower friction
●	 nontoxic
●	 excellent protection against corrosion and wear
●	 no unpleasant odours

Applications (follow manufacturer's instructions)
● 	 for heavy-duty bearings, gear drives and recirculation systems at extremely high, extremely low or 	
	 widely fluctuating temperatures

Performance grade
DIN 51'502/CLP HC
DIN 51‘517 part 3/CLP, without Fe 8 test (DIN norm for mineral oil)                   
FZG Test A/8.3/90  > load level 12  

Approvals  (manufacturer has valid approval specifically for this lubricant) 
Arburg injection moulding machines (28120) 
Brevini Power Transmission (28110, 28120, 28130) 
Mägerle AG Maschinenfabrik (28090)
Smit Textile

Technical data (mean values subject to normal tolerances)
PANOLIN	 Prod.No. 	 Density ( g/cm3)	 Viscosity (mm2/s)	   	 Flashpoint  	 Pour point	 Viscosity	
TECSYNTH  		  at 15 °C	 40 °C 	 100 °C	 C.O.C., °C	 in °C	 index 		
				  
	 15          	 28050	 0.820	 17.5	 3.9	 205	 – 60	 127
	 22          	 28060	 0.830	 21.5	 4.7	 212	 – 55	 145	
	 32          	 28070	 0.829	 28.9	 6.4	 227    	 – 54         	 160
	 46          	 28080	 0.830	 45.0	 8.1	 230	 – 55	 135	
	 68          	 28090	 0.833	 65.1	 10.0	 232    	 – 54          	152
	100          	 28100	 0.843	 101.2	 14.6	 240    	 – 49          	149
	150          	 28110	 0.843	 145.9	 18.5	 252	 – 45	 142	
	220          	 28120	 0.845	 218.1	 27.1	 260    	 – 45          	149
	320          	 28130	 0.845	 319.2	 33.9	 260    	 – 45          	149
	460       		  28140	 0.845	 447.6	 45.8 	 270    	 – 42          	149
	680          	 28150	 0.840	 675.0	 61,8	 275	 – 32	 160

Safety-relevant notes:
Please refer to the drum label, or for detailed information, to the safety data sheet (available from PANOLIN)20
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